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25mm LED Tower Light-Aluminum Body type o S T 6omm Ao body s o1 [ Tavoc 225, =
M | 100mm Aluminum body wl |1
Body L h Power Supply | 02 | 24VDC J» L =
¢25mm ody Lengt L | 200mm Aluminum body — |1s 1565 1s 2565
R | Red = 25 2005 25 3005
Nomark| Steady Is 1215 || |3s2m5 35 3445
. - ® Y | Yellow _l 251655 T |4s 2885 4s 3885
Light Style F Steady+Flashing Lens Color G Green = |3 2095 5 3325 55 4325 GIO?ISCL)EHS
® 1 | 1stack | 4 | 4stacks (top to bottom) B Blue s gz 3332
User Manual Number of | 2 | 2stacks | 5 | 5stacks C Clear i 8 g
Stacks 3 | 3stacks 0
Please read this User Manual before attempting (Alfngﬁ]yum)
any install or maintenance procedure. . . Screw
y P 3. Specifications Pr1/2
Lock Nut (Steel)
Function Steady, Flashing Fixing Bolt
Power Suppl DC12V . DC24V <« Mounting Hole (Aluminum)
@20
Body Style Aluminum, Silver body
Lens Color Red, Yellow, Green, Blue & Clear . . .
6. Wiring Diagram
Lens Diameter 25 mm (1 inch)
Maximum Tier 5 I;izgg Steady
o )
¢ Well suited for small device il (7t o GLEUD s e i Extemal Customer
applications Vibration 10 to 55Hz, amplitude 0.75mm _Light 1/Redwire [ | SIG 1
* Long LED life and reliable Ambient Temperature - 15~ 40°C Lot Vlon sy si6 2
operation Storage Temperature -20~70°C tlg:t j j \;‘\OIet ‘{me SI6 3
* Prism-cut lenses for even light ) . 5 - e SIG4
distribution Ambient Humidity 45~85% RH Light 5 / Pink wire sies
. Strong aluminum body Degree of Protection IP52 " >Power Mo polarity for
* Direct mounting pole installed Approvals CE, RoHS Black wire Supply  DC applications.
. . Fuse 1A
) * Lead wire connection Wire Size 1007 UL/ 22 AWG
Sy ot WS Gy 12vDC .
- 12VDC 24VDC I24VDC Steady + Flashing
1. Safety Precautions ot o
Red 70mA 30mA Light 1 / Red wire 0
. . Current consumption Yellow 70mA 30mA Light 2 / Yellow wire !
A Failure to obey the Safety Precaution may (£10%) Green 70mA 40mA Light 3/ Violet wire |
WARNING cause electric shock, fire, or malfunction. Blue 70mA 30mA Light4 / Blue wire
Refer to Safety Precautions to ensure the safe use of this product. Clear 70mA 30mA Light_/ Pink wire

1. Install this device away from any source of static electricity.

2. Do not operate this device in location subject to sudden or ex- 4. Optional Orders

treme changes in temperature, or location where high humidity

may result in condensation. » L-angle Mounting Bracket Flashing COM / Sky Blue wire|
3. Do not operate this device in location subject to vibrations or Steady COM / Orange wire |
shock MAM-DS25 ) 7
. . . . . . . N Black wire
4. Do not operate this device in location subject to excessive dust, o _A > Power
. R . White wire Supply
corrosive gas, or direct sunlight. ->/7 22 53 o © AT
5. Do not operate this device at any voltage other than the rated S | 69 ° N ) -
. . | o polarity for DC applications.
voltage identified on the name plate. | < Top Views> &
. . . . . |3
6. For proper opere}ﬂon, wire as shown in Wire Dlagram. ‘ 2 Specifications and dimensions listed in the User Manual are subject to change without
7. Do not pull on wires. Side Vi 209 prior notice for product quality improvement.
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